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EXPLOSION PROOF

GLAND

POLYAMIDE CABLE

O

These Glands are for use with electrical equipment in potentially
explosive areas, specially in chemical and petro - chemical
industries. These Glands are produced in accordance with

60079-7:2007

Technical Details :

Material

Polyamide 6

Colour

RAL 9005 (Black)

Threads available

Metric - EN 60423

Protection Class

IP 66 - IP 68 (EN 60529)

Sealing Ring Neoprene

Dust Guard Assembled
Temperature Range | -20°C to +80°C
Certificate Number IMQ 08 ATEX 012 X

Equipment Marking

Increased Safety Ex e Il
Intrinsic Safety Exill 2 GD / Ex tD A21

Suitable for use in

ZONE 1, ZONE 2 for Gas Groups
IIA, 1B, IIC for Gas & Dust
potentially explosive atmospheres

Si Cat. No. . Thread Thread >—C Clamping StanQard
e Black Diameter (mm) Length (mm) (mm) Range (mm) Pack (pieces)
M12x1.5 BM-XS 12 8 15 3-6.5 100
M16x1.5 BM-X1 16 10 19 45-10 50
M20x1.5 BM-X2 20 10 24 6-12 50
M20x1.5 BM-X3 20 10 27 10-14 50
M25x1.5 BM-X5 25 10 33 13-18 25
M32x1.5 BM-X7 32 15 42 18-25 20
M40x1.5 BM-X8 40 18 53 22-32 10
M50x 1.5 BM-X9 50 18 60 30-38 10
M63x1.5 BM-X10 63 18 65 34-44 10
Technical Details :
2 Material Polyamide 6
o Protection Class IP 66 - IP 68 (EN 60529)
';, Flat Washer Neoprene
o = Temperature Range | -20°C to +80°C
g = Threads available Metric
E E' Certificate No. IMQ 08 ATEX 012 X
Safety Requirements| EN 60079-0:2006 / EN 60079-7:2007 /
= = EN 60079-11:2007 / EN 61241-0:2006 /
> E EN 61241-1:2004
o < Suitable for use in ZONE 1,ZONE 2 for Gas Groups,
= e IIA, 11B, IIC for Gas & Dust potentially
E E explosive atmospheres
DRACO Approvals
Metric Thread
. Thread Diameter Total Height Thread Length Standard
Size Cat. No. ’
D (mm) H (mm) L (mm) Pack (pieces)
M12x1.5 BP-X02 12 15 8 100
M16x 1.5 BP-X01 16 15 10 50
M20x1.5 BP-X1 20 15 10 50
M25x 1.5 BP-X2 25 15 10 50
M32x1.5 BP-X3 32 20 15 25
M40x 1.5 BP-X4 40 21 18 10
M50x1.5 BP-X5 50 21 18 10
M63x1.5 BP-X6 63 21 18 10
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These Glands are produced in accordance to EN 60079-0:2009/EN

60079-1:2007/ EN 60079-7:2007/EN 60079-11:2010/EN 60079-
31:2009. Because of triple seal they have wide clamping range
they are used in mobile offshore, marine application, chemical &
petro chemical industry.

Technical Details :

Material

Brass Nickel Plated (MB / NB Series)
Stainless Steel (MX / NX Series)

Protection Class

IP 68 (EN 60529)

0 Ring

Chloroprene / Nitrile

Temperature Range

-30°C to +120°C NBR Sealing Ring
-40°C to +100°C Neoprene Sealing Ring
-60°C to +180°C Silicone Sealing Ring

Threads available

Metric, NPT, (Pg available on request)

Certificate No.

IMQ 11 ATEX 038 X

EXPLOSION PROOF TRIPLE SEAL

STANDARD BRASS / S.S CABLE GLANDS
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Sealing Ring

Equipment Marking | Flameproof Ex-d IIC Gb,
Inc. Safety Ex-e EX 1l 2 Gd / Ex-e IIC Gb 1 Cap
Suitable for use in ZONE 1,Z0NE 2,Z0ONE 21,Z0NE22 for ._L_.I . Body
Gas Groups. lIA, 1IB, IIC for Gas & Dust
potentially explosive atmospheres OCTANS
Metric Thread
Size Cat. No Thread Diameter Thread Length >—C Clamping Range Stanqard
- N0 D (mm) L (mm) (mm) P (mm) Pack (pieces)
M16X1.5 BUOTMB 16 16 22 3.0-12 50
M20X1.5 BUTMB 20 16 22 3.0-12 50
M20X1.5 BU12MB 20 16 28 10.0-16.0 50
M25X1.5 BU2MB 25 16 28 10.0-18.0 25
M25X1.5 BU23MB 25 16 35 14.0 - 20.0 25
M32X1.5 BU3MB 32 16 35 14.0-24.0 20
M32X1.5 BU34MB 32 16 45 22.0-28.0 20
M40X1.5 BU4MB 40 18 45 22.0-32.0 10
M40X1.5 BU45MB 40 18 50 26.0- 34.0 10
M50X1.5 BU5MB 50 18 55/50 26.0 - 35.0 10
M50X1.5 BU56MB 50 18 55/58 35.0-44.0 10
M63X1.5 BU6MB 63 18 68/58 35.0-45.0 5
M63X1.5 BU67MB 63 18 75/80 45.0-57.0 5
M75X1.5 BU7MB 75 20 80 46.0- 62.0 2
M75X1.5 BU78MB 75 20 95 60.0-70.0 2
M90X1.5 BUSMB 90 20 95 60.0 - 75.0 2
M90X1.5 BU810MB 90 20 105 75.0 - 85.0 2
M100X1.5 BU10MB 100 20 105 75.0-85.0 1
M110X1.5 BU11MB 110 20 150 85.0 - 95.0 1
NPT Thread

NPT 3/8" BUOTNB 16.7 16 22 3.0-12 50
NPT 1/2" BUTNB 20.95 16 22 3.0-12 50
NPT 1/2" BU12NB 20.95 16 28 10.0 - 16.0 50
NPT 3/4”" BU2NB 26.4 16 28 10.0-18.0 25
NPT 3/4" BU23NB 26.4 16 35 14.0-20.0 25
NPT 1" BU3NB 332 16 35 14.0-24.0 20
NPT 1 BU34NB 33.2 16 45 22.0-28.0 20
NPT 1 1/4" BU4NB 4.9 18 45 22.0-32.0 10
NPT 1 1/4" BU45NB 41.9 18 50 26.0 - 34.0 10
NPT 1 1/2" BU5NB 475 18 55/50 26.0-35.0 10
NPT 1 1/2" BU56NB 475 18 55/58 35.0-44.0 10
NPT 2” BU6GNB 59.37 18 68/58 35.0-45.0 5
NPT 2" BU67NB 59.37 18 75/80 45.0-57.0 5
NPT 2 1/2" BU7NB 71.87 20 80 46.0 - 62.0 2
NPT 2 1/2" BU78NB 71.87 20 95 60.0 - 70.0 2
NPT 3" BUSNB 87.50 20 95 60.0-75.0 2
NPT 3" BU810NB 87.50 20 105 75.0-85.0 2
NPT 4" BU1ONB 112.50 20 105 75.0 - 85.0 1
NPT 4" BUT1NB 112.50 20 150 85.0 - 95.0 1

PROTECT -

CONNECT -

SIMPLIFY
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These Glands are produced in accordance to EN 60079-0:2009/EN
60079-1:2007/ EN 60079-7:2007/EN 60079-11:2010/EN 60079-
31:2009. Because of triple seal they have wide clamping range
they are used in mobile offshore, marine application, chemical &
petro chemical industry.

Technical Details :

(%)
(=)
=
= 5 Material Brass Nickel Plated (MB / NB Series)
3 1] Stainless Steel (MX / NX Series)
= w Protection Class IP 68 (EN 60529)
= ; 0 Ring Chloroprene / Nitrile
= g Temperature Range | -30°C to +120°C NBR Sealing Ring
w » -40°C to +100°C Neoprene Sealing Ring
=) = -60°C to +180°C Silicone Sealing Ring
2 - Threads available Metric, NPT
= - Certificate No. IMQ 11 ATEX 038 X
= 7} Equipment Marking | Flameproof Ex d IIC Gb,
= =t Increase Safety Ex e EX Il 2Gd /
g ) EX e lIC Gb/Ex tIIC Db
: (X Suitable for use in ZONE 1,Z0NE 2,Z0NE 21,Z0NE22 for
< E Gas Groups. lIA, 1IB, IIC for Gas & Dust
VELA potentially explosive atmospheres
Metric Thread
Si Cat. N Thread Diameter Thread Length >—C Clamping Range Stanqard
e a3 D (mm) L (mm) (mm) P (mm) Pack (pieces)
M16X1.5 BS01MB 16 16 22 3.0-12.0 50
M20X1.5 BS1MB 20 16 22 3.0-12.0 50
M25X1.5 BS2MB 25 16 28 10.0-18.0 25
M32X1.5 BS3MB 32 20 35 14.0-24.0 20
M40X1.5 BS4MB 40 20 45 22.0-32.0 10
M50X1.5 BS5MB 50 20 55 26.0-35.0 10
NPT Thread
Si Cat. N Thread Diameter Thread Length P Clamping Range Stanqard
1€ at. 1o D (mm) L (mm) (mm) P (mm) Pack (pieces)
NPT 3/8" BSO1NB 16.7 16 22 3.0-12.0 50
NPT 1/2" BS1NB 20.95 16 22 3.0-12.0 50
NPT 3/4" BS2NB 26.4 16 28 10.0-18.0 25
NPT 1" BS3NB 33.2 20 35 14.0-24.0 20
NPT 1 1/4" BS4NB 41.9 20 45 22.0-32.0 10
NPT 1 1/2" BS5NB 475 20 55 26.0 - 35.0 10

Position marking

Sealing Ring

CH2

Body

Fﬁﬁp
n

Tapered Spring

—

|

bimed !
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These Glands are produced in accordance to EN 60079-

0:2009/EN 60079-1:2007/ EN 60079-7:2007/EN 60079-31:2009

Technical Details :

Material

Brass Nickel Plated (MB Series)
Stainless Steel (MX Series) 316L

Protection Class

IP 66 - IP 68 (EN 60529)

0 Ring

Chloroprene / Nitrile

Temperature Range

-30°C to +120°C NBR Sealing Ring
-40°C to +100°C Neoprene Sealing Ring
-60°C to +180°C Silicone Sealing Ring

Certificate No.

IMQ 11 ATEX 037

Equipment Marking

Flameproof Ex d IIC Gb / EX d | Mb
Increase Safety Ex e EX1 M2/
ExIl 2GD/Exe | Mb/ExelIC Gb/
Ex tb I1IC Db

Suitable for use in

ZONE 1,Z0NE 2,Z0NE 21,Z0NE22 for
Gas Groups. llIA, 1IB, IIC for Gas & Dust

EXPLOSION PROOF DOUBLE COMPRESSION
METRIC THREAD BRASS / S.S CABLE GLANDS
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potentially explosive atmospheres ORION
Metric Thread
Size Cat. No Thread Diameter Thread Length —c Sealing Ring Sealing Ring
= - o D (mm) L (mm) (mm) D1 (mm) D2 (mm)
M16X1.5 KBAO1SMB 16 16 26 3.0-85 6.0-12
M16X1.5 KBAO1MB 16 16 29 6.0-12 8.5-16
M20X1.5 KBA1SMB 20 16 26 3.0-85 6.0-12
M20X1.5 KBA1MB 20 16 29 6.0-12 85-16
M20X1.5 KBA1LMB 20 16 32 85-145 12-20
M25X1.5 KBA2SMB 25 16 29 6.0-12 85-16
M25X1.5 KBA2MB 25 18 34 8.5-16 12-21
M25X1.5 KBA2LMB 25 16 40 12-20 16 - 26
M32X1.5 KBA3SMB 32 21 40 12-20 16 - 26
M32X1.5 KBA3MB 32 21 52 15-26 20-33
M40X1.5 KBA4SMB 40 21 52 15- 26 20-33
M40X1.5 KBA4MB 40 21 60 20-32 29-41
M50X1.5 KBA5SMB 50 21 74 22-35 36 - 52
M50X1.5 KBASMB 50 21 70 27-41 33-48
M63X1.5 KBA6SMB 63 21 80 35-45 43 -57
M63X1.5 KBA6MB 63 20 85 40-52 47 - 60
M75X1.5 KBA7SMB 75 20 85 40 - 52 47 - 60

l— | —>

Item

Item Description

1 Lower Body

O-Ring

Middle body

©® N oA WN

Pressure cap

Lower sealing ring

Grounding cone
Swivel braid retainer

Upper sealing ring

1

N E2zzr

s :‘i\_\‘\i L ‘:\_\\\\\\Y
S =

PROTECT

CONNECT

SIMPLIFY
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These Glands are produced in accordance to EN 60079-
0:2009/EN 60079-1:2007/ EN 60079-7:2007/EN 60079-31:2009

Technical Details :

Material Brass Nickel Plated (NB Series)
Stainless Steel (NX Series) 316L

Protection Class IP 66 - IP 68 (EN 60529)

0 Ring Chloroprene / Nitrile

Temperature Range | -30°C to +120°C NBR Sealing Ring
-40°C to +100°C Neoprene Sealing Ring
-60°C to +180°C Silicone Sealing Ring

Certificate No. IMQ 11 ATEX 037

Equipment Marking | Flameproof Ex d [IC Gb /EX d | Mb
Increase Safety Ex e EX1 M2/
ExIl 2GD/ExelMb/ExelIC Gb/
Ex tb I1IC Db

Suitable for use in ZONE 1,Z0NE 2,ZONE 21,Z0NE22 for
Gas Groups. lIA, 11B, 1IC for Gas & Dust
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NPT THREAD BRASS / S.S CABLE GLANDS

ORION potentially explosive atmospheres
NPT Thread
Size Cat. No Thread Diameter Thread Length P Sealing Ring Sealing Ring
- 0. D (mm) L (mm) (mm) D1 (mm) D2 (mm)
NPT 3/8" KBAO1SNB 16.7 16 26 3.0-85 6.0-12
NPT 3/8" KBAOTNB 16.7 16 29 6.0-12 8.5-16
NPT 1/2" KBA1SNB 20.95 16 26 3.0-85 6.0-12
NPT 1/2" KBATNB 20.95 16 29 6.0-12 85-16
NPT 1/2" KBA1LNB 20.95 16 32 8.5-145 12-20
NPT 3/4" KBA2SNB 26.4 16 29 6.0-12 8.5-16
NPT 3/4" KBA2NB 26.4 18 34 8.5-16 12-21
NPT 3/4" KBA2LNB 26.4 16 40 12-20 16 - 26
NPT 1" KBA3SNB 33.2 21 40 12-20 16 - 26
NPT 1" KBA3NB 33.2 21 52 15-26 20-33
NPT 1 1/4" KBA4SNB 41.9 21 52 15- 26 20-33
NPT 1 1/4" KBA4NB 41.9 21 60 20-32 29-41
NPT 1 1/2" KBA5SNB 47.5 21 74 22-35 36 - 52
NPT 1 1/2" KBA5SNB 475 21 70 27-41 33-48
NPT 2" KBA6SNB 59.37 21 80 35-45 43-57
NPT 2" KBAGNB 59.37 20 85 40-52 47 - 60
NPT 2 1/2" KBA7SNB 71.87 20 85 40-52 47 - 60
-— | —»]
Item Item Description
1 Lower Body .
2 Lower sealing ring
i grc'?:rfiing cone 1 }_ _f
5 Swivel braid retainer D D1——— — - D2
6 Middle body }_ J
ina i — —
; gfe‘)szrusfzcﬂ;ns - l '{!{{{{{{{{{{I/g o \\K/’-'ffill\\\\\ﬁ |‘|u| z
- . 7,

5

S
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Blind Stops made of Brass are used wherever threads previously
cut must be closed for preventing dust, dirt and foreign matters

www.controlwell.com

(%)
o
o
-
(7]
from entering the enclosure or equipment. r
Q w
= -
= 7
=) )
. . ™. v
Technical Details : o w
Material Brass (MB/ NB Series) =z [ 2
Stainless Steel (MX / NX Series) - =
Protection Class IP 66 - IP 68 (EN 60529) g «\
0 Ring Neoprene / NBR / Silicone > ==
Threads available Pg, Metric and NPT o g
Certificate No. IMQ ATEX 16 U = <<
Safety Requirements| Flameproof Ex d [IC Gb E g
Increase Safety Ex e Il 2 Gd / Ex Td A21 AQUILA
Pg Thread
. Thread Diameter Total Height Thread Length Standard
Size Cat. No. !
D (mm) H (mm) L (mm) Pack (pieces)
Pg7 B-TS1PB 12.5 22 15 50
Pg 9 B-TS2PB 15.2 22 15 25
Pg 11 B-TS3PB 18.6 22 15 20
Pg 13.5 B-TS4PB 20.4 22 15 20
Pg 16 B-TS5PB 225 22 15 10
Pg 21 B-TS6PB 28.3 22 15 10
Pg 29 B-TS7PB 37 22 15 10
Pg 36 B-TS8PB 47 22 15 5
Pg 42 B-TS9PB 54 22 15 5
Pg 48 B-TS10PB 59.3 22 15 5
Metric Thread
Size Cat. No. Thread Diameter Total Height Thread Length Stanc!ard
D (mm) H (mm) L (mm) Pack (pieces)
M12x1.5 B-TS02MB 12 21 14 50
M16x 1.5 B-TS01MB 16 21 14 25
M20x1.5 B-TS1MB 20 21 14 25
M25x 1.5 B-TS2MB 25 21 14 20
M32x 1.5 B-TS3MB 32 21 14 20
M40x 1.5 B-TS4MB 40 23 16 10
M50x 1.5 B-TS5MB 50 23 16 10
M63x 1.5 B-TS6MB 63 23 16 10
M75x1.5 B-TS7TMB 75 25 18 5
M90x 1.5 B-TS8VIB 90 25 18 5
M110x1.5 B-TS10MB 110 25 18 5
NPT Thread
Size Cat. No. Thread Diameter Total Height Thread Length Stant!ard
D (mm) H (mm) L (mm) Pack (pieces)
NPT 1/4" B-TS02NB 20 16 50
NPT 3/8" B-TSO1NB 16.7 20 16 25
NPT 1/2" B-TSTNB 20.95 22 18 25
NPT 3/4" B-TS2NB 26.4 22 18 20
NPT 1" B-TS3NB 33.2 25 21 20
NPT 1 1/4" B-TS4NB 41.9 25 21 10
NPT 1 1/2" B-TS5NB 475 26 21 10
NPT 2" B-TS6NB 59.37 26 21 10
NPT 2 1/2" B-TS7TNB 71.87 33 28 5
NPT 3" B-TS8NB 87.5 33 28 5
NPT 4" B-TS10NB 1125 33 28 5
PROTECT - CONNECT - SIMPLIFY




www.controlwell.com

2 These are used for threaded holes on machines or equipment
E = housing where the threads are to be changed from Metric to NPT or
o w from NPT to Metric.
< [
a 7
=
(7
o
g E Technical Details :
E < Material Brass Nickel Plated (NB / MB Series)
= ; Stainless Steel (NX/ MX Series)
= — Protection Class IP 66 - IP 68 (EN 60529)
2 » Temperature Range | -30°C to +120°C
~ ::’ Certificate No. IMQ 12 ATEX 003 U
P> - Equipment Marking | Flameproof Ex d IIC Gb
APUS - = Increase Safety Ex e Il 2GD / Ex e IIC Gb
NPT / Metric Thread
Cat. No Male Thread Female_ Thread Thread Length Total Height Standard
B Size Size L (mm) H (mm) Pack (pieces)
B-RB02IM02NB NPT 1/4" M12x1.5 15 33 50
B-RBO1M02NB NPT 1/4" M16x1.5 15 3815 50
B-RBO1MOTNB NPT 3/8" M16x1.5 15 335 50
B-RBTMO1NB NPT 3/8" M20x1.5 15 34 50
B-RBTM1NB NPT 1/2" M20x1.5 15 34 25
B-RB2M1NB NPT 1/2" M25x1.5 15 34 25
B-RB2M2NB NPT 3/4" M25x1.5 15 34 25
B-RB3M2NB NPT 3/4" M32x1.5 15 34 25
B-RB3M3NB NPT 1" M32x1.5 15 34 10
B-RB4M3NB NPT 1" M40x1.5 18 37 10
B-RB4M4NB NPT 1 1/4" M40x 1.5 18 40 10
B-RB5M4NB NPT 1 1/4" M50x 1.5 18 40 10
B-RB5M5NB NPT 1 1/2" M50x1.5 18 40 5
B-RB6M5NB NPT 1 1/2" M63x 1.5 18 40.5 5
B-RB6M6ENB NPT 2" M63x1.5 18 40.5 5
B-RB7M6NB NPT 2" M75x1.5 18 40.5 5
B-RB7M7NB NPT 2 1/2" M75x1.5 18 40.5 3
B-RB8M7NB NPT 2 1/2" M90x1.5 21 44 B
B-RB8MSNB NPT 3" M90x1.5 21 47 2
B-RB10M8NB NPT 3" M110x 1.5 21 47 2
B-RB10M10NB NPT 4" M110x1.5 21 47 2
Metric / NPT Thread
B-RB02N02MB M12x1.5 NPT 1/4" 15 83lh 50
B-RBOTNO2MB M12x1.5 NPT 3/8" 15 335 50
B-RBOTNO1MB M16x1.5 NPT 3/8" 15 8315 50
B-RB1NO1MB M16x1.5 NPT 1/2" 15 34 50
B-RBIN1MB M20x1.5 NPT 1/2" 15 34 25
B-RB2N1MB M20x1.5 NPT 3/4" 15 34 25
B-RB2N2MB M25x1.5 NPT 3/4" 15 34 25
B-RB3N2MB M25x1.5 NPT 1" 15 34 25
B-RB3N3MB M32x1.5 NPT 1" 15 34 10
B-RB4N3MB M32x1.5 NPT 1 1/4" 18 37 10
B-RB4N4MB M40x 1.5 NPT 1 1/4" 18 40 10
B-RB5N4MB M40x 1.5 NPT 11/2" 18 40 10
B-RB5N5MB M50x 1.5 NPT 1 1/2" 18 40 5
B-RB6N5MB M50x1.5 NPT 2" 18 40.5 5
B-RB6N6MB M63x 1.5 NPT 2" 18 40.5 5
B-RB7N6MB M63x1.5 NPT 2 1/2" 18 40.5 5
B-RB7TN7MB M75x1.5 NPT 2 1/2" 18 40.5 3
B-RB8N7MB M75x1.5 NPT 3" 21 43.5 3
B-RB8N8MB M90x1.5 NPT 3" 21 47 2
B-RB10NSMB M90x1.5 NPT 4" 21 47 2
B-RB10N10MB M110x1.5 NPT 4" 21 47 2
]
bimed
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Ventilation Plugs are used for equalizing the pressure inside and
outside the enclosure. The same is achieved with the help of a
membrane inside the ventilation plug, which allows for gases
(air) to pass through it while blocking liquids and particulate
solids (dust).

Applications/Benefits :

1) These prevent components inside the enclosure from being
exposed to pressurized gases when the enclosure heats up.
(By virtue of pressure equalization)

2) These also prevent generation of vacuum inside
the enclosure when a heated enclosure cools off.
(e.g. Inluminaires)

3) These help maintain IP 68 rating of the enclosure while
allowing for the above benefits.

Technical Details :

Material Stainless Steel

Equipment Marking | Flameproof Ex e / Ex th
Increased Safety Ex Il 2G /
EX e lIC Gb/Ex IID tb IlIC Db

Suitable for use in Gas & Dust potentially
explosive atmospheres

Temperature Range | -40°C to +105°C

EXPLOSION PROOF VENTILATION PLUGS

www.controlwell.com

Protection Class IP 66
Safety Requirements | EN60079-0 / EN60079-7 /
EN60079-31
Certificate No. IBExU 10 ATEX 1169 U HYDRA
) Cat. N Thread Diameter Thread Length Air Permeability Water Intrusion

Size at. No. D (mm) L (mm) (mm) Pressure Bar
M12x1.5 MBBVP-01L 12 10 17 0.9
M12x1.5 MBBVP-01 12 6 17 0.9

PROTECT - CONNECT -

SIMPLIFY
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METRIC & NPT THREAD BRASS / S.S CONDUIT GLANDS

O

These Conduit Glands are produced in accordance to
EN 60079-0:2009/EN 60079-1:2007/ EN 60079-7:2007/

EN 60079-31:2009

Technical Details :

Material

Brass Nickel Plated (MB / NB Series)
Stainless Steel (MX / NX Series)

Protection Class

IP 66 - IP 68 (EN 60529)

Temperature Range

-30°C to +120°C NBR Sealing Ring
-40°C to +100°C Neoprene Sealing Ring
-60°C to +180°C Silicone Sealing Ring

Certificate No.

IMQ 11 ATEX 038 X

Equipment Marking

Flameproof Ex d IIC Gb
Increase Safety Ex e EX 1l 2GD /
Ex e IIC Gb

Suitable for use in

Gas & Dust potentially

HYDRUS explosive atmospheres
Metric Thread
. Suitable for Thread Diameter Thread Length P Sealing Ring
Size Cat. No e
B Conduit Size D (mm) L (mm) (mm) D1 (mm)
M12X1.5 BLS02MB 1/2" 12 16 29 3.0-12.0
M16X1.5 BLS01MB 1/2" 16 16 29 3.0-12.0
M20X1.5 BLS1MB 1/2" 20 16 29 10.0-16.0
M25X1.5 BLS2MB 3/4" 25 16 35) 10.0-18.0
M32X1.5 BLS3MB 1" 32 20 45 14.0-20.0
M40X1.5 BLS4MB 11/4" 40 20 54 14.0-24.0
M50X1.5 BLS5MB 11/2" 50 20 63 22.0-28.0
NPT Thread
. Suitable for Thread Diameter Thread Length — Sealing Ring
Size Cat. No e
e Conduit Size D (mm) L (mm) (mm) D1 (mm)
NPT 1/4" BLS02NB 1/2" 12 16 29 3.0-12.0
NPT 3/8" BLSO1NB 1/2" 16 16 29 3.0-12.0
NPT 1/2" BLSTNB 1/2" 20 16 29 3.0-12.0
NPT 3/4" BLS2NB 3/4" 25 16 35 10.0-18.0
NPT 1" BLS3NB 1" 32 20 45 14.0-24.0
NPT 1 1/4" BLS4NB 11/4" 40 20 54 22.0-32.0
NPT 1 1/2" BLS5NB 11/2" 50 20 63 26.0 - 35.0
Item Item Description
1 Lower Body
2 Lower seal
3 Middle body S
4 Ferrule CH1 : 6
5 Plastic Ring
6 Cap
3
5y L1

bimed
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These Conduit Glands are produced in accordance to
EN 60079-0:2009/EN 60079-1:2007/ EN 60079-7:2007/
EN 60079-31:2009

Technical Details :

Material Brass Nickel Plated (MB / NB Series)
Stainless Steel (MX / NX Series)
Protection Class IP 66 - IP 68 (EN 60529)

Temperature Range | -30°C to -+120°C NBR Sealing Ring
-40°C to +100°C Neoprene Sealing Ring
-60°C to +180°C Silicone Sealing Ring
Certificate No. IMQ 11 ATEX 038 X

Equipment Marking | Flameproof Ex d IIC Gb

Increase Safety Ex e EX Il 2GD /

Ex e lIC Gb

Suitable for use in Gas & Dust potentially

EXPLOSION PROOF LIQUID TIGHT 90° ELBOW FITTINGS
METRIC & NPT THREAD BRASS / S.S CONDUIT GLANDS

explosive atmospheres LUPUS
Metric Thread
Si Cat. N Suitable for Thread Diameter Thread Length > Sealing Ring
ize o Conduit Size D (mm) L (mm) (mm) D1 (mm)
M12X1.5 BLNO2MB 1/2" 12 16 29 3.0-12.0
M16X1.5 BLNO1MB 1/2" 16 16 29 3.0-12.0
M20X1.5 BLN1MB 1/2" 20 16 29 10.0-16.0
M25X1.5 BLN2MB 3/4" 25 16 35 10.0-18.0
M32X1.5 BLN3MB 1" 32 20 45 14.0 - 20.0
M40X1.5 BLN4MB 11/4" 40 20 54 14.0-24.0
M50X1.5 BLN5MB 11/2" 50 20 63 22.0-28.0
NPT Thread
Si Cat. N Suitable for Thread Diameter Thread Length g Sealing Ring
iz at. o. Conduit Size D (mm) L (mm) (mm) D1 (mm)
NPT 1/4" BLNO2NB 1/2" 12 16 29 3.0-12.0
NPT 3/8" BLNOTNB 1/2" 16 16 29 3.0-12.0
NPT 1/2" BLN1NB 1/2" 20 16 29 3.0-12.0
NPT 3/4" BLN2NB 3/4" 25 16 35 10.0-18.0
NPT 1" BLN3NB 1" 32 20 45 14.0-24.0
NPT 1 1/4" BLN4NB 11/4" 40 20 54 22.0-32.0
NPT 1 1/2" BLN5NB 11/2" 50 20 63 26.0-35.0
Item Item Description Ciit
1 Lower Body O
2 Lower seal
3 Middle Body
4 Upper Body
5 Ferrule o
6 Plastic Ring
7 Cap

iy

PROTECT - CONNECT - SIMPLIFY




